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BbicTpopa3bEéMHbIe CUCTEMbI

BPC ansa koHTypoB
nogayv BOASIHOro napa

Couplings for

Steam Lines TE-010-Z03

TE-016-Z02




TE -010-203

BPC ans KOHTYpoOB nogayv BOASAHOro napa

TE -016-Z02 Couplings for Steam Lines

OnucaHue:

cornacHo TpeboBaHuam ctaHgapta DIN 2825, B koHTypax nogauu
BOASIHOIO Mnapa, U3roTOBMEHHbIX U3 3N1aCTOMEPOB, JOIKHbI
Mcrnonb3oBaTbcs ncknountensHo BPC ¢ knanaramu Ha o6eunx
CTOpOHax BO n3bexaHne yTeyek ropsyero napa.

Kpome Toro, ectectBeHHasi KOHAEHCaLMs Bnarv npy oCTbiIBaHUU
TaKyX KOHTYPOB NoAayu napa He AoSKHa NPUBOANTL K
BO3HVMKHOBEHWIO BaKyyma.

BbicTpopasbemHble coeanHerus Tunos TE-016-Z02 n TE-010-Z03
crneumanbHO pa3paboTaHbl AN HagexXHoW paboTbl NPy NOA0OHbLIX
TPYyAHbIX ycnoBusax akcnnyaTtaumn. 3tu BPC ygosneTsopsitoT
BCEM yKa3aHHbIM TpeboBaHNAM, a TakKe MOryT UCMOMb30BaTbCSA
npu paboTte ¢ napom Temnepartypon go +250 °C.

XapaKkTepUCTUKM:

* aBTOMaTM4eckoe repMeTnyHoe 3anmpaHue ¢ o6enx CTOPoH npu
pasbeauHeHun

* OTKPbITWE KIanaHoB Npu AaBneHnn paspexerus, pasHom 0,2 6apa
* OTCYTCTBME yTEYEeK NPU COeANHEHNN U pa3beanHeHun

* npocToTa paboTbl C UCMOMb30BaHNEM NPAKTUHECKN HE
HarpeBatoLLEerocs KonbLeBoro 3axasara

* MapKMpOBKa LIBETOM (KpacHbIM) KOMbLIEBbIX 3aXBaTOB COMMacHO
TpeboBaHusam ctaHgapTta DIN 240

* BO3MOXHa repmeTn3aLmsi KonbLEeBbIM YNIIOTHEHNEM,
NpeAoCTaBnsieMbIM 3aKa34ukom (He BXOAUT B KOMMMEKT
NnocTaBKu)

MpenmywecTBa:

» 6e30mnacHocTb paboThbl

» 6e30NacHOCTb NCMONb30BaHNS B TEXHOMOMMYECKUX KOHTYpax
* HAAEXHOCTb U AONMUIA CPOK CrTy>KObl
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Description:

The DIN 2825 requires for steam lines made of elastomers to
only use couplings that seal on both sides, so no hot fluid
may escape.

Within those steam lines the natural condensation when
cooling down should not create any vacuum situation.

The quick-connect coupling types TE-016-202 and
TE-010-Z03 are designed to perform under those severe
conditions. Matching all requirements, they can also be used
for steam up to 250 °C.

Features:

= Seal automatically on both sides during disconnection

= Valves open upon negative pressure of 0.2 bar

= No-squirt effect during connection and disconnection

= Easy operation with ring grips having minimal heat
transmission

= Ring grips colour marked (red) to follow DIN 2403

= Customer sealing possible with O-ring (not included)

Your advantages:

= Safe to operate

= Safe for the process lines
= Reliable and long lasting
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Part number DN D1 D |SW | L N T 8ap/ g Ne o-Ring
TE-010-0-WR526-01-9-Z03 10 G 3/4 130 40 36 100 | — 15 40 / 580 38337 [29,87x 1,78
TE-010-2-WR526-01-9-Z03 | 10 G 3/4 — 40 36 96 45 5 40/580 |38338 (29,87x1,78
TE-016-0-WR533-0G-9-202| 16 G1 130 50 46 122 — 22 40 /580 |38339 [36,17 x 2,62
TE-016-2-WR533-0G-9-702| 16 G1l — 50 46 118 | 54 22 40 / 580 38340 36,17 x 2,62
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Ma3 Ans konbL,. yNnoTHeHUs
Groove for O-ring

MaTepunan: HepxaBetoLlas ctanb
Stainless steel 1.4404
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